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GLASS CLAMPS
THE TEMPLATE OPTIONS ON THIS PAGE
APPLY TO THE CLAMPS BELOW
Cathedral Style 135˚ Glass Clamp
CAT. NO. GCB235
Junior Cathedral Style 135˚ Glass Clamp
CAT. NO. GCB6235

Glass
Thickness

1/4" (6mm)
5/16" (8mm)
3/8" (10mm)
1/2" (12mm)

“C”*
Measurement

1-3/16” (30mm)
1-1/4" (32mm)
1-1/4" (32mm)
1-5/16" (34mm)

*From outside edge of miter 4X-16

1-1/8"

(29m
m

)

1-1/8"
(29mm)

CL

CL

"C
"

"C"

CL

CL

TEMPLATE OPTION FOR 22-1/2° MITERED GLASS

TEMPLATE OPTION FOR SQUARE CUT GLASSTYPICAL INSTALLATION

TYPICAL INSTALLATION

Important: Project measurements
from the outside edge
of the miter.

Important: Project measurements
from the edge of glass.
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ALWAYS USE DIMENSIONS

TO ENSURE ACCURACY

For technical assistance in the United States call toll free (800) 421-6144; from Canada call toll free (877) 421-6144;
Outside the U.S. and Canada call (323) 588-1281. Ask for Tech Sales at Extension 777. Toll free fax (800) 587-7501.

C.R. Laurence Co., Inc.
www.crlaurence.com


